906H, 907H, CATERPILLAR
908H

Compact Wheel Loaders

Cat® C3.4 Engine 906H 907H 908H

Net Power (SAE J1349) 52 kW (70 hp) 52 kW (70 hp) 59 kW (79 hp)
Weights

Operating Weight 5630 kg (12,412 Ib) 5810 kg (12,809 Ib) 6465 kg (14,253 Ib)
Buckets

Bucket Capacities 0.75-1.2m*(0.98 — 1.6 yd?) 0.75-1.2m*(0.98 — 1.6 yd?) 0.9-15m*(1.2-2.0 yd¥
























Maximum Material Densities
Based on IS0 7546:1983 and rated operating loads at full turn.

906H
Bucket Type General Purpose Multi Purpose Light Material
Rated Capacity m? (yd®) 0.9 (1.18) 0.75 (0.98) 1.2 (1.6)
Dump Height mm (in) 2395 (94) 2470 (97) 2285 (90)
Maximum Material Density kg/m?® (Ib/yd®) 1755 (2,958) 2131 (3,592) 1208 (2,036)
Bucket Width mm (in) 1880 (74) 1880 (74) 2080 (82)
907H
Bucket Type General Purpose Multi Purpose Light Material
Rated Capacity m’ (yd®) 1.0 (1.3) 0.75 (0.98) 1.2 (1.6)
Dump Height mm (in) 2395 (94) 2470 (97) 2285 (90)
Maximum Material Density kg/m? (Ib/yd®) 1584 (2,670) 2149 (3,622) 1218 (2,053)
Bucket Width mm (in) 2035 (80) 1880 (74) 2080 (82)
908H
Bucket Type General Purpose Multi Purpose Light Material
Rated Capacity m’ (yd®) 1.1(1.4) 0.9 (1.18) 1.5 (2.0
Dump Height mm (in) 2540 (100) 2630 (104) 2345 (92)
Maximum Material Density kg/m?® (Ib/yd®) 1549 (2,611) 1929 (3,251) 1034 (1,743)
Bucket Width mm (in) 2060 (81) 2060 (81) 2080 (82)
Operator Environment Features

Deluxe Cab Comfort Cab Canopy
Operator Environment Features
Two access doors ° °
Fixed steering column °
Adjustable steering column ° °
Vinyl suspension seat [
Cloth suspension seat, arm rest °
Cloth electric air suspension seat, arm/head rest, lumbar support, heated back seat °
Left window — sliding ° °
Right window — sliding °
Heated rear window ° °
Coat hook ° ° °
Cabin light ° °
Sun visor ° ° °
Radio ready kit (wiring, speaker, antenna and grill) ° °
External mirrors (2) — knock back ° ° )
Heater ° °
Storage tray ° ° °
Storage box ° ° °
Air conditioning °
Internal mirror ° ° °
Optional Cab Features
Cat radio/CD/MP3/WMA ° °
Rear blind ° °




906H, 907H, 908H Standard Equipment

Standard equipment may vary. Consult your Cat dealer for details.

TRANSMISSION

Transmission, 20 km/h (12.4 mph);
standard axles with hydraulically actuated
dry disc brakes

Transmission inching function
Hydrostatic drive

100% Differential Lock on both axles,
selectable on the move

LOADER

Skid steer loader style hydraulic quick coupler
Proportional auxiliary hydraulic circuit
Loader arm float function

Connect under pressure hydraulic quick
connector

Parallel lift Z-bar loader

ENGINE
C3.4 Tier 3 emissions certified
Two stage air cleaner with visual indicator

Cat Extended Life Coolant, protects to —36° C
(-33°F)

Lockable engine compartments

Easy quick release fuel filter/water separator

Engine oil drain valve (non spill eco drain)
Closed circuit breather

ELECTRICAL

Master battery disconnect switch
Heavy duty battery, 12V

Engine cold start aid

Alternator, 90 amp

Service point connector for electronic
diagnostics (ET)

Roading lights

Back up alarm

GENERAL

E-coat paint primer

Pressure test points

Recovery hitch and pin

Scheduled oil sampling (S¢OeS) ports
Lockable fuel filler cap

906H, 907H, 908H Optional Equipment

Optional equipment may vary. Consult your Cat dealer for details.

TRANSMISSION

Transmission control upgrade (includes creeper
control, rimpull control and hand throttle)

Ride control

Speeder, 35 km/h (21.7 mph) with
secondary steering and front axle with
hydraulically boosted oil immersed disc brakes

LOADER
High flow auxiliary hydraulics
Return to dig work tool positioner

ENGINE

Engine block heater, 120V

Cat extended life coolant, protects to —50° C
(-58°F)

Precleaner for engine air filter

ELECTRICAL

Machine Security System (MSS)
Rotating beacon

Work tool wiring harness

Working lights, two front and two rear
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GENERAL

Custom color paint

Rear light guard kit

Tire options including heavy duty tires

WORK TOOLS

For all work tools and standard/high flow
options, consult your Cat dealer

OPERATOR ENVIRONMENT

Cat radio/CD/MP3/WMA

Rear sun screen

Canopy includes:

* Steering column, fixed

* Seat, adjustable suspension, vinyl
Cab, Comfort (pressurized) includes:

e Two doors (left door includes sliding
window)

 Seat, adjustable suspension, cloth
 Steering column, tilt

¢ Heater with window, side and foot vents
» Heated rear window

OPERATOR ENVIRONMENT
Multifunction joystick with direction control
Proportional auxiliary control

Two external mirrors — knock back
Warning indicators for major systems
Easy clean cab floor

Cup holder

Sun visor

ROPS & FOPS

Adjustable wrist rest

Seat belt, 75 mm (3 in), retractable
Cabin light

Internal mirror

Auxiliary power sockets

Coat hook

On board digital LCD display cluster
Sound suppression

Heavy duty floor mat

Storage tray

Lockable storage box

* Wiper/washer front and rear
* Radio ready kit including speakers
Cab, Deluxe (pressurized) includes:

* Two doors (both doors include sliding
windows)

e Seat, electric air suspension, lumbar support
and heated back, cloth

e Steering column, tilt

 Air conditioning and heater with window,
side and foot vents

* Heated rear window
* Wiper/washer front and rear
* Radio ready kit including speakers



